
Functional & 
Light-Weight
Hand 
Labelling 
System
With SATO’s PB-1 hand labeller, product labelling         
becomes so much easier! Compact, light-weight and with 
its unique label size, PB-1 allows you to print up to           
a maximum of 7 alphanumeric characters in 1 line. 

Commonly used for “price marking” applications,  
product identification and control purposes, PB-1 has the  
capability to print on small label size 
and is suitable for labelling small items.

Small and Light-Weight 
• This light weight hand labeller benefits operators
    who can now use it daily and for longer periods
    of time

Smallest Label In The Market
• Perfect for labelling small items, for example, 
 in a gift shop

Clean And Crisp Index Band
• Stopper feature ensures print band stays in place
    and also minimizes the staining of print band
 
Prints 5, 6 & 7 Characters
• This flexibility means more information can  
 be shown

Clear And Vivid Printout
• Enhanced readability for readers

RETAIL STORE & 
SUPERMARKET

PB1

MANUFACTURING 
INDUSTRY

FOOD 
PROCESSING 

INDUSTRY

Its small sized label makes it 
exceptionally suitable for labelling small 
items in gift shops. Small label size also 
gives cost performance per label.

Unit Pricing Units of Measurement, 
such as weight

Operators Code

Labels shown here are for illustration purposes only



MODEL PB1 

Band Per Head 5, 6, 7  

Font Height 3 ~ 5 mm (0.12” ~ 0.20”)

Label Size W 18 x P 10.4 mm (W 0.71” x P 0.41”)

Label Type Supported Rectangular

No. Of Pieces Per Roll 1,000 pieces per roll

Labeller Size W 52 x D 219 x H 118 mm (W 2.05” x D 8.63” x H 4.65”)

Body Colour Yellow, Red, Blue, Black

Specifications might vary from region to region and are subject to change without notice.

General Specifications

Industries    
• Retail stores and supermarkets
• Food processing industry
• Manufacturing industry 
   
Usage of Application
•  Pricing information. For example; Unit and Promotional Pricing
• Food information. For example; Units of Measurement and Origin
• Quality control. For example; Operators and Departmental Code

APPLICATIONS
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